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Supports for 1200W/1300W/1600W/2000W/2200W CRPS 3+1 Redundant Power Supply (according to actual power adaptation)

2 M.2 (PCIe x4) interfaces, 2 MiniSAS SFF-8643 connectors, 4 Slimline interfaces (can be split into X4X4, from which 1 interface is 
fixed as X4X4), 2x7Pin SATA connectors

16 DDR4 memory slots, supports 2400/2666/2933 MHz DDR4 memory

1 RJ45 management network port, IPMI2.0

Microsoft  Windows Server、Red Hat Enterprise Linux、SUSE Linux Enterprise  Server、CentOS、Ubuntu

Operating temperature: 5ºC - 35ºC (indoor)
Storage temperature: -40ºC - 70ºC

Operating humidity: 20% - 80% (non-condensing)
Storage humidity: 20% - 90% (non-condensing)

Citrix Xen Server、Vmware ESXi、Linux KVM、Windows Hyper-V

N/A

Standard 8x 8038 hot-swappable redundant fans + rear 5x 8038 fans

2 onboard 1GbE

CCC

TPM/TCM

Support

Supports 1 AMD EPYC 7003 (Milan) processor
Compatible with AMD EPYC 7002 (Rome) and AMD EPYC 7001 (Naples)
Maximum TDP: 240W

Standard: 4x 2.5" SATA hard drives
Optional: Rear can be expanded to 8x 2.5" SATA/SAS/NVMe hard drives, built-in 4x 2.5" SATA hard drives

N/A

695 x 433.4 x 176.5mm (D x W x H)

Product type 4U 8-GPU 4-bay

GPU Supports 8x RTX3090, 3080,3070 and other double-width, fullength, fullheight cards or6 triple-width, fulllength, fullheight cards
Supports 4xTX 4090 double-width, full-length, full-height cards

External Port
Front: 2 USB3.0
Rear: 1 VGA, 1 COM port, 2 USB3.0, 1 management network port, 2 RJ45 network ports
PCIe Expansion
8 PCIe 4.0 x8 onboard(in PCIe 4.0 x16 slot, supports full-height full-length double-width/triple-width GPU)
Riser card: 2 PCIe 3.0 x8 (x8 slot+x16 slot, supports half-height half-length single-width card)

To become a global leader in the server industry

Please note that the above specifications are subject to change without prior notice. (Gooxi reserves the right for the final interpretation)

4U4 SATA/SAS Direct Connection


